DATA SHEET FOR

TRANSFORMER # 707. 122

Made for STANDARD
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LEADS SCHENATI C LEADS
S#22/ 8" oV WHI TE —_ —— BROWN ov M#20/ 8"
UO = 14. 4V R\VB
S#22/ 8" 117V YELLOW — L RED 12V RV / 2.25A RMB M#20/ 8"
S#22/ 8" ov ORANGE ——, —— ORANGE ov M#20/ 8"
UO = 14. 4V RVB
S#22/ 8" 117V BLACK — L YELLOW 12V RV / 2.25A RMB M#20/ 8"

PRI MARI ES ARE | NSI DE A SLEEVE.

Primaries must be connected together in series or in parallel.

LEADS: S=Multistranded Lead wire. M-Magnet wire self-leads. Length tolerence: +/-1/2".
Manuf acturing tolerance is +/ - 3%

NOM NAL SUPPLY: 117/ 234V +/ -10% RATED FREQ : 50/60 Hz
RATED PRI MARY CURRENT: 0.6/0.3A TEMP RI SE AT RATED LOAD = 60 C
DI MENSI ONS/ WEI GHT: MOUNTI NG CORE DATA:

oD = 3.2" WASHER/ PADS = 60 nm CORE # 50

H=1.4" THI CKNESS = 0. 05" NO-LOAD LCSS = 0.4 W

WEI GHT = 1.5 LBS. HOLE DI AMETER = 0. 20" NO-LOAD AMPS = 4.1 nmA

Di nensi ons stated above are nomnal. Tolerance is 10%

OTHER SPECI FI CATI ONS: Transformer is UL recognized to UL 1411 and CSA certified to CSA
C22.2 No. 66.

Transformer # 707.122 (200542)
SPEC DATE: 10/ 16/ 96 Prim 2x117V 50/ 60Hz bk(wh-ye/ or- bk)
Sec. 2x12V |/ 2.25A br-rel/or-ye
(LCO)
BY: —— L (dat e code) J



